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Basic car: BMW E89

Engine: AC Schnitzer performance upgrade for
Z4 3.5i from 225 kW / 306 HP to 265 kW / 360 HP

Exhaust: AC Schnitzer sports rear silencer incl. chromed "Racing" tailtrims

Suspension: AC Schnitzer spring kit

Aerodynamics: AC Schnitzer front grille
AC Schnitzer front spoiler
AC Schnitzer sports fender consisting of:
- wheelarches with integral air outlets (for improved cooling of the

front brakes) and
- chromed deflectors
AC Schnitzer rear skirt, 2-piece

Interior: AC Schnitzer aluminium cover for i-Drive controller
AC Schnitzer aluminium foot rest and pedal set
AC Schnitzer aluminium gear knob chromed or "Black Line"
AC Schnitzer leather gear knob, illuminated
AC Schnitzer gear knob with digital shift display
AC Schnitzer velours floor mats

Wheels/Tyres: AC Schnitzer Wheels Type VI BiColor
front: 8,5J x 18" offset 27 with tyres 225/40 R 18
rear: 8,5J x 18" offset 23 with tyres 225/40 R 18

AC Schnitzer Wheels Type IV silver or BiColor
front: 8,5 x 18" offset 27 with tyres 225/40 R 18
rear: 8,5 x 18" offset 23 with tyres 225/40 R 18

front: 8,5 x 19" offset 23 with tyres 225/35 R 19
rear: 8,5 x 19" offset 23 with tyres 225/35 R 19

front: 8,5 x 19" offset 23 with tyres 225/35 R 19
rear: 9,5 x 19" offset 28,5 with tyres 255/30 R 19

AC Schnitzer Wheels Type IV BiColor
front: 9,0 x 20" offset 32 with tyres 235/30 R 20
rear: 9,0 x 20" offset 32 with tyres 235/30 R 20

front: 9,0 x 20" offset 32 with tyres 235/30 R 20
rear: 9,0 x 20" offset 26 with tyres 235/30 R 20

front: 9,0 x 20" offset 32 with tyres 235/30 R 20
rear: 10,0 x 20" offset 43 with tyres 285/25 R 20

front: 9,0 x 20" offset 32 with tyres 235/30 R 20
rear: 10,0 x 20" offset 43 with tyres 295/25 R 20


